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WARNING:  Firmware S2200-500-001An and S2200-500-001Bn are incompatible except for configuration transfers from S2200-500-001An to S2200-500-001Bn.  That is, you cannot upgrade your S2200-500-001An firmware to S2200-500-001Bn from the website; you must obtain a physical DiskOnChip (DOC) from Telvent for the S2200-500-001B0 version.  Later versions of S2200-500-001Bn will be upgradeable from the S2200-500-001B0 (or later version) on the website.  Configuration transfer from S2200-500-001An to S2200-500-001Bn is possible as long as the configuration upgrade program is used.

Note:  For S2200-500-001An to S2200-500-001B0 updates use steps 10 through 19.

Overview:

The process of updating the config@web RTU firmware involves the following:

(See 'Step by Step Instructions' section below for detail instructions)

1) Get update .zip file from Telvent via email, customer web page, etc.

2) Unzip all files into known location.

3) Extract existing RTU configuration to known location and make a backup copy of this configuration directory in a different place for archival purposes.

4) Run configuration conversion tool to convert old RTU configuration (version A5 or later) to new configuration format. See Appendix A for a graphical overview.
5) Load all new files into RTU.  There are 3 file types that need to be loaded to update the RTU.  It is critical to correct operation of the RTU to update all 3 file types whenever updating the firmware revision of an RTU.  These files include:

· Application

· Configuration

· GUI

6) Reset RTU to begin normal operation as an updated RTU.

Description of File Types:

From the Up/Download page one can select the type of file to Send to the RTU or Get from the RTU.   To update the RTU we will need to “Send” the new files to the RTU.  These types are:  Application, Configuration and GUI.

The Application is the actual firmware that runs the RTU.   This is a binary file (has extension .out) and has the name S2200-500-00XYY, where X is the firmware number and YY is the revision number.  Usually the firmware number will be 001.

The Configuration is a series of XML (extended markup language) files that contain all the port, hardware, and other configurations of the RTU.   Whenever you configure an RTU and wish to save the configuration for future reference, these are the files you would Get from the RTU.  Before a firmware update you should “Get” these files and store them in a known location to use with the configuration conversion program so the update will not wipe out your current config.  During an update to a new revision of firmware you will need to transfer these configuration files to ensure compatibility with the new Application and GUI files.

The GUI is a series of HTML (HyperText Markup Language) and other files that are used to give the RTU the graphical user interface that appears in Internet Explorer.  These files should always be loaded into an RTU whenever the application is loaded or sent to ensure they match.

Step by Step Instructions:

All the files needed to update an RTU’s firmware are in a “zipped” file called S2200-500-00XYY_Update_Files.zip, where X= firmware number and YY=revision number (again, firmware number is usually 001).  Note that the files may be “unzipped” anywhere by the user, but following instructions are given for consistency.

1. Unzip (extract) all files into root (C:\) directory. Ensure to select "Use folder names", this will create a path as follows:  C:\Telvent\SAGE2200\YYUpdate, where “YY”=revision of update.

2. Connect the RTU to PC via cross-over Ethernet cable or via in-house LAN connection (whichever is appropriate for RTU Ethernet connectivity)

3. Open Internet Explorer and type in the IP address of the RTU in the “Address” window.

4. When the RTU Logon screen appears, enter user name and password (F/W ver. AA and greater) and then click “Log In”, then click the “Up/Download” tab on RTU user interface.

5. Select “GUI” from the drop-down combo box labeled “File Type” on the RTU user interface.

6. Click on “Send” button.  You will get a pop-up file navigation screen.  Navigate to C:\Telvent\SAGE2200\YYUpdate\GUI.  

7. You will see several folders within this GUI folder. Do not select any of the folders (we want them all).  Click on “Open”.

8. A dialogue box will pop up asking if you want to over-write the existing GUI files.  Click “OK”.  The GUI is the largest portion of the RTU update and may therefore take several minutes.

9. When the “Result” window shows “OK”, refresh the Up/Download page by pressing the F5 key. This will allow the new FTP control to load.

10. Select “Configuration” from the drop-down combo box labeled “File Type” on the RTU user interface.

11. Click on “Get” button.  For this step allow the RTU to send the file to the default path it comes up with, which will be: C:\Telvent\SAGE2200\rtuname\Configuration, where rtuname is whatever the RTU is named in the CPU setup screen.  NOTE:  For A5 firmware the path will be C:\Metso…  instead of C:\Telvent… Make a backup copy of this configuration directory for archival purposes. If a pop-up window appears the reads "ISaGRAF Configuration, Operation Cancelled", just click "OK".

12. Run the RTU configuration conversion tool (see Appendix A). The tool will be found at:  C:\Telvent\SAGE2200\YYUpdate\CfgConverter.  This step will allow the user to merge an existing configuration (RTU firmware revision A5 or greater) with the latest XML released configuration format.   NOTE: The result of the conversion will over-write your old configuration files with the new updated configuration files. When the Conversion Tool is executed a similar window will appear:
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13. In the top box, 'Starting from version:', select from the combo box the current RTU version. A version number must be selected.

14. In the box labeled 'Path to new configuration files', select the browse button to navigate to the directory containing the latest released XML configuration files. C:\Telvent\SAGE2200\YYUpdate\Configuration\xml. Select any XML file from the selection window.

15. In the box labeled 'Path to files to be updated', select the browse button to navigate to the directory containing the downloaded RTU configuration. This will be the directory that contains the files stored in Step 11.

16. To convert files, click the convert button.

17. Once the conversion is DONE, use the GUI "Up/Download" feature to 'Send' the configuration back to the RTU. Note: The directory to be selected should be the default one containing the current RTU configuration files that were originally downloaded from the RTU in step 11. This directory now contains the modified files after the conversion. When prompted to "Replace" existing files, Click "OK".

18. You can continue to use the source directory (C:\Telvent\SAGE2200\YYUpdate\Configuration\xml) that contains the latest released XML as your source for other RTU updates. 

19. To exit the program, click the "X" in the upper right hand corner of the Conversion Tool window.

20. Ensure “Application” is visible on drop-down combo box labeled “File Type” on RTU user interface.

21. Click on “Send” button.  You will get a pop-up file navigation screen.  Navigate to C:\Telvent\SAGE2200\YYUpdate\Application\S2200-500-00XYY.  

22. Click on that file to highlight it and click on “Open”.

23. A dialogue box will pop up asking if you want to over-write the existing application.  Click “OK”.  The transfer should take under 30 seconds.

24. Press “Reset” button and confirm you wish to reset when the pop-up dialogue box asks.  The RTU will reset in about 60 seconds.

25. The RTU is now updated with the newer firmware and should still be configured as it was before the update process. 

Appendix A
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Conversion Tool Overview


1. Unzip update files to PC.





2. “GET” “Configuration” from RTU. Make a backup copy of folder.





3. Run “Convert_to_XY_1.x” Program. In the top box, select RTU current F/W version. In the top browse window, navigate to the folder which contains the new configuration (XML) files. In the bottom browse window, navigate the folder which contains the RTU configuration (XML) files.





4.“SEND” “Configuration” to RTU.
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